LSI-VC-19

Submission for CEOS-ARD SAR
endorsement by LSI-VC:

Composite Backscatter
=]

CE

Committee on
Earth Observation Satellites

Ake Rosenqvist, JAXA/soloEO
Agenda Item L5.2
Sioux Falls, SD, USA, 20-24, 2026




Composite Backscatter [CB]

** Composite Backscatter [CB] (SAR PFS v1.3)

Previously referred to as Multi-Source Backscatter (MSB)

Other SAR PFSs (e.g. NRB mosaics, INSAR) also accommodate multi-source

input > Composite Backscatter agreed to be a less ambiguous hame

Definitions:

O Composite product: Product where samples (or pixels) are generated from more than one input

data source, e.g. by local resolution weighting or by backscatter averaging.

O Mosaic product: Product generated from more than one input data source and where a pixel

value in the product uniquely corresponds to the pixel value of one of its input data sources.
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Composite Backscatter [CB]

** What is Composite Backscatter?
Previously referred to as Multi-Source Backscatter (MSB)

Other SAR PFSs (e.g. NRB mosaics, INSAR) also accommodate multi-source
input > Composite Backscatter agreed to be a less ambiguous hame

Definitions:

O Mosaic product: Product generated from more than one input data source and where a pixel

value in the product uniquely corresponds to the pixel value of one of its input data sources.

O Composite product: Product generated from more than one input data source and where a
pixel value in the product is generated by e.g. by local resolution weighting or by backscatter

averaging. The product pixel value does not correspond to a single data source.
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Composite backscatter from 135 scones
between 2017/04/01 00:00:00 and 2017,04)01 23:59:59

** What is Composite Backscatter?

Composite Backscatter generated via weighted averaging
- Pixel weighting derived from the NRB Scattering Area image
- Pixel values not unique to one source data take

« Combination of data from ascending and descending passes
-> improved spatial resolution and near-elimination of radar
shadow, foreshortening, and layover

« Enables combination of data acquired by different sensors
- better wide-area temporal resolution

» Certain per-pixel metadata is not defined for composite ‘ Caadd L RADARSA‘F»2:;. Products
(e.g. local incident angle, scattering area) : LY , ‘yﬁppemicus Sentinelgita (2017)

Rohner et al. Estimating melt ons#t over Arctic sea lce
« sensor Sentinel1 and RADARSAT-2 backscatter, RSE,

» Instead: optional local quality map(s) can be included

_ ’ Processing D. Small, UZH, Switzerland
1_day temporal resolution (') from A% MacDonald, Dettwiler and Associates Ltd. (2017) - All Rights Reserved
Sentinel-1A & -1B & Radarsat-2 ' ' I '

RADARSAT is an official trademark of the Canadian Space Agency.
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Composite Backscatter [CB]

iy Red: in Feb, Wet in Apr/May 57
in Feb & Apr, Wet in May
o T : High mountain snow,

PR : in Feb/Apr/May




[CB] Summary of requirements

1 CEOS-ARD product General Metadata

1.7 CEOS-ARD Product Attributes

1.7.1 [ALL] Product Data Access

1.7.2 [ALL] Auxiliary Data

1.7.3 [ALL] Product Sample Spacing

174 [NRB] [CB] [POL] [ORB] Product Equivalent Number of
[InSAR] Looks

1.7.5 [ALL] Product Resolution

1.7.6 [NRB] [CB] [POL] [ORB] Product Filtering

1.7.7 [ALL] Product Bounding Box

1.7.8 [ALL] Product Geographical Extent

1.7.9 [ALL] Product Image Size

1.7.10 | [ALL] Eroc::l;tt:;i)r(]el Coordinate

1.7.11 | [ALL ::,gfei:t Coordinate Reference

1.7.24 | [CB] CB Processing

CEOS-ARD product General Metadata

1.1 [ALL] Traceability

1.2 [ALL] Metadata Machine Readability

1.3 [ALL] Product Type

1.4 [ALL] Document Identifier

1.5 [ALL] Data Collection Time

1.6 Source Data Attributes

1.6.1 [ALL] Source Data Access

1.6.2 [ALL] Instrument

1.6.3 [ALL] Source Data Acquisition Time

16.4 ALL] Source Data Acquisition
Parameters

1.6.5 [ALL] Source Data Orbit Information

16.6 ALL] Source Data Processing
Parameters

1.6.7 [ALL] Source Data Image Attributes

1.6.8 [NRB] [POL] [ORB] [GSLC] Sensor Calibration

[InSAR]

1.6.9 [ALL] Performance Indicators
Source Data Polarimetric

16.10 | [ALL] Calibration Matrices

1.6.11 H\:\Zi]R[]POL] [ORB] [GSLC] Mean Faraday Rotation Angle

1.6.12 | [ALL] lonosphere indicator
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[CB] Summary of requirements

2 CEOS-ARD product Per-Pixel Metadata
2.1 [ALL] Metadata Machine Readability
2.2 [ALL] Data Mask Image
[NRB] [POL] )
2.3 Scatt Area |
[ORB] [GSLC] [INSAR] cattering Area Image
2.4 {g:\;g} {ggtl] Local Incident Angle Image
[NRB] [POL] . .
2.5 Ell dal Incident Angle |
[ORB] [GSLC] [INSAR] ipsoidal Incident Angle Image
2.6 [NRB] [POL] [ORB] [GSLC] Noise Power Image
2.7 {gsRLB(]:][E:SLLR] Gamma-to-Sigma Ratio Image
2.8 {225(]:][(:8] [POL] [ORB] Acquisition ID Image
[NRB] [CB] [POL] [GSLC] i
2.9 [InSAR] Per-pixel DEM
2.21 [CB] Contributing Observations Image
2.22 [CB] Composite Quality Map Image

CEOS-ARD product :::;::::;:i:::? TS
3.1 [ALL] Backscatter Measurements
3.2 [ALL] Scaling Conversion
3.3 [ALL] Noise Removal
34 [NRB] [CB] [POL] [GSLC] Radiometric Terrain Correction
[InSAR] Algorithms
3.5 [ALL] Radiometric Accuracy
4 CEOS-ARD product Geometric Corrections
4.1 [ALL] Geometric Correction Algorithms
4.2 [ALL] Digital Elevation Model
4.3 [ALL] Geometric Accuracy
4.4 [ALL] Geometric Refined Accuracy
4.5 [ALL] Gridding Convention
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Composite Backscatter [CB]

4.2 Digital Elevation Model
»
% PFS:
b) Provide reference to the Digital Elevation Model used for geometric terrain correction. For

Mosaic or composite products, specify the DEM and EGM used for each input data source, if
different”

’:‘ XML metadata:;

Repeat 4.2 for each source ID, where |IDs are mentioned as attributes:. Example:

<DigitalElevationModel dem="Surface" sourcelD=1>
<DEMReference type="URL">https://spacedata.copernicus.eu/collections/copernicus-digital-elevation-model</DEMReference>
<EGMReference type="geoid">EGM2008</EGMReference>

</DigitalElevationModel>

<DigitalElevationModel dem="Surface" sourcelD=2>

<DEMReference type="URL">https://datacube-prod-data-public.s3.ca-central-l.amazonaws.com/store/elevation/cdem-
cdsm/cdem/cdem-canada-dem.tifl</DEMReference>

<EGMReference type="geoid">HT2_2010v70</EGMReference></DigitalElevationModel>

</DigitalElevationModel>
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Composite Backscatter [CB]

» Aye or Nay...
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