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Queensland Corner Reflector Array — Surat Basin, Australia
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Geolocation quality monitoring for Sentinel-1 using QCRA
¢ Unique infrastructure supporting SAR calibration managed by Geoscience Australia
** By design, the QCRA conforms to FRM4SAR protocols

* Most recent maintenance schedule was in 2025, procurement for a longer term, regular
maintenance, including a potential resurvey campaign is currently underway.

“The stability and reliability of the wide-area test site in Australia (Surat Basin) makes it ideal to perform geometric
calibration and validation of SAR sensors. The site includes 40 trihedral CRs covering an area of nearly 13000 km?,
most of them with 1.5m side lengths and three targets with 2.0m and 2.5m side lengths, respectively. Their positions
were confirmed by several research groups to be both accurate and stable enough for precise geolocation monitoring
over long periods and were accurately re-surveyed in 2018 by its maintainer Geoscience Australia [S1-RD-22]. The site
has only one significant disadvantage, i.e., all reflectors are oriented towards an ascending orbit, not allowing to
easily detect azimuth timing errors via ascending/descending comparisons. For this reason (among others),
observations from other sites remain important, especially as a cross-reference complementing larger, longer-term
sites such as Surat Basin.”

S-1 Annual Performance Report for 2024 SAR MPC
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Extended ALE time series for Sentinel-1A & B products over QCRA
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S-1A and S1-B IW SLC ALE time series for products over the QCRA site acquired between Oct 2016 and Dec 2024, with post-
processing corrections (S1 MPC Report 2024)
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Analysis, results provided by Christoph Gisinger, DLR
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QCRA submission by GA to SARCalNet (Under Review)
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i Home ~ Calibration Sites Library ~ Gl Resources ~ C act "
. \( b\ - Y e e SAR Subgroup =

Site active on e | + I
dd/mm yyyy m} | & I
Characteristic e 9
| ' 9 =
All v t Calibration Site Surat Basin
RN Unique site identifier: AUSB-AT

Endorsement level e Artificial targets: 40
Natural targets: 0
Primary target type ID: AT

All ~ . )
Primary sensor: Not set up for any particular sensor

Primary target type Q

All ~ 9 Endorsement: Under Review

e W
Primary sensor e

All v
Responsible organization e

All v

Target type e 9

Artificial Targets Natural Targets
Leaflet, ® OpenSireetMap contributors

§ site centroid (artificial targets) ¥ site centroid (natura targets)

Publication:

T. Fuhrmann, J. Batchelor, T. McCall, M.C. Garthwaite (2020), Positions and orientations for the Queensland corner reflector array,
Australia https://ecat.ga.qgov.au/qgeonetwork/srv/api/records/c7bdc9d0-0a2a-4cb9-8224-0f0bb2bd7c37
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Who is using the QCRA? -
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Permanent SAR corner reflectors at Yarragadee

** Yarragadee is one of the few fundamental geodetic stations (YGQO) in the world using
collocated instruments / techniques for GNSS, SLR, VLBI, DORIS.

* One ascending and one descending trihedral CRs (1.5m inner-leg), permanently installed at
YGO in August 2018

CR at Yarragadee Geodetic Observatory
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Preliminary results of July 2025 survey at Yarragadee

RS S I N Y N < Results are preliminary and are not yet

» 2025 survey showed agreement with
previous results
% This result likely improves on the

254°30' 14°50"' 50°10'

CR_A 2018 -2388932.409 5043314.007 -3078610.734 ublished

CR_A 2025 -2388932.428 5043314.019 -3078610.751 . P _

I o.019 0.012 -0.017 ** Comparison has been made to
] coordinates observed in 2018, and
_ Azimuth Elevation BoresightEl* provided in GDA2020

Descending X e L revious result, with a longer baseline
CR_D 2018 -2388946.053 5043329.660 -3078571.660 P 4 8

CR_D 2025 12388946.064  5043329.685 -3078571.676 for datum used in 2025
DA o0.012 0.025 -0.015

B Azimuth Elevation BoresightEIl*

ITRF2014 at epoch 2020.0 (per GDA2020)
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TerraSAR-X SAR sensor geometric validation
Analysis, results provided by Christoph Gisinger, DLR
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Sentinel-1 SAR sensor geometric validation
Analysis, results provided by Christoph Gisinger, DLR
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Pinnacles, Western Australia Pinnacles Desert Vicarious Calibration Site (PIAU)
Site supporting Landsat Next Validation

*®* Being developed by CSIRO to be part of
RADCALNET

% CE 318-TU12 BRDF Sun Photometer
% Gill GMX600 Weather Station

** Kipp and Zonen CMP3 Pyranometer
*%* Raspberry Pi

*%* Sky camera with fisheye lens

** HYPSTAR-XR (Planned 2026)

%* NASA JPL Thermal

Radiometer(https://calval.jpl.nasa.gov/pi

Contact PI: Cindy.Ong@csiro.au nnacles)

CS I RO ** Web cam monitoring CIMEL operations
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Googong, New South Wales Dark-water Inland Observatory Network (DION)
Site supporting Landsat Next Validation

% 3 X TRIOS Ramses Hyperspectral
Radiometers (Ed, Lw, Lsky)

% Weather Station (temp, humidity,
pressure, dew point, wind speed)

% Thermistor Chain (temp at
surface and 1-8 m)

% 2 x Heitronics Thermal
Radiometers

% Webcams (water, sky)
% Water quality sensors - YSI EXO2

jDiON pontoonin the Googong Reservoir = < Kurloo GPS Instrument (water
= = = E——— — surface height)

Contact Pl: Janet. Anstee@csiro.au

CSIRO

OFFICIAL © Commonwealth of Australia (Geoscience Australia) 2026 WGCV 56 Plenary 20-24 April 2026 Sioux Falls Earth sciences for Australia’s future | ga.gov.au



Lucinda, Queensland Lucinda Jetty Coastal Observatory (LJCO)
Site supporting Landsat Next Validation

< Above-water radiometry:

= Satlantic HyperOCR

= CIMEL/SeaPRISM CE318-N
= HYPSTAR-SR (mid 2026)

< In-water optics:

» SeaBird Scientific ACs, WQM, BB9, EcoTriplet
< Weather Station

** Webcams (Sky & Sea)

IMOS Lucinda Jetty Coastal Observatory (LJCO) L~
PI/Contact: Thomas.Schroeder@csiro.au https://lucinda.it.csiro.au/ N\ 'I M OS

Contact PI: Thomas.Schroeder@csiro.au Integrated Marine CS I R o

Observing System
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Validation nEtwork performance reporting Network 90 day rollinguptime - 01 Apr 2025 - 28 Feb 2026
March 2026

20%

70%
Measurement standard/protocol RadCalNet in FRM4S0C in FRM450C in o
alighment progress progress progress o
%
Data standard alignment RadCalNet in FRMA4SOC in FRM4S0C in 40%
progress progress progress 30%
Public data availability RadCalNet in IMOS AODN In progress 20%
progress LJCO Portal 1o%
0%

Open site or equipment issues 0 35?‘5‘;555355(@(@(@83555%&;@@

SEE AR R EE R

Site up time (over 90 days) 31 Mar: 100% _ 31 Mar: 100% . .
Number of sites up: 1 April 2025 - 28 Feb 2026

Network up time (over 90 days) 31 Mar: 100% 5
Risks, Issues, Concerns Mitigation Impact rating
LICO HyperOCR outage 5-31 March due to TBD Moderate (not 2
DAPCS deck unit failure. affecting network
up time at present)
1

“® mos
Integrated Marine CS I R O 0
1-Apr 1-May 31-May 30-Jun 30-Jul 2S-Aug 28-Sep 28-Oct 27-Nov 27-Dec 26-Jan 25-Feb

Observing System
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Pandora instrument at Alice Springs

% Pandora #129 at Alice: Sprlngs IS
part of the Pandonia global 1
hetwork supporting reference
measurements for atmospherlc
composition

o ® ' 4

% Geoscience Australia‘has

supported the operation of the
Pandora at Alice Springs since
2018 (FRM4AQ) ,

PGN status

official non official

real time . .
delayed () O

PANDONIA GLOBAL NETWORK

Reference Measurements of Atmospheric Composition
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EO ARD Surface Reflectance (SR) Validation
Priorities

Refine and document airborne hyperspectral capability

Undertake multiple site spectral characterisations over course of day for azimuth impact confirmation

Refine and prove complex terrain validation protocols, adjacent slope reflected irradiance and terrain shadow
Develop capability with airborne hyperspectral pushbroom capability for higher resolution low-noise capture
Design and effect study to verify 45-degree solar azimuth normalisation

Assess applicability of incorporating UAS aerosol optical depth corrections

Design and effect protocol for snow albedo validation, for both DE Antarctica and wider product validation
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Priorities
DJI Flycart 30 heavy drone operational
Airborne full range hyperspectral
Al computer vision validation testing

Modernise fractional cover validation

Introduce thermal capability

Field

 Biannual national Transect EO data validation
campaigns R (

- Canberra, Australia: EO data validation field test | S o S (A
facility curon: | g > 4 B 8

@ H20m  V.S20m/s *
g D502m H:S0.5m/s &0 3567
9 +47.498992, - 122.274800
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Case Study: Transect Surface Reflectance Validation - NSW8
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Eastings
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« Fuel Moisture Content vegetation field
sampling

« Burnt area mapping with LIDAR and
airborne hyperspectral

* Fractional cover validation with LIDAR,
photogrammetry and airborne hyperspectral

* Coastal and intertidal validation

» Digital Earth Antarctica snow albedo and
grain size validation via hyperspectral

* Drone based collection of hyperspectral and
LIDAR for geochemical sampling and critical
minerals identification

« Supporting Landsat Next ground station
spectral surveys
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Australian Government

Geoscience Australia

Thank you

Further information

medhavy.thankappan@ga.gov.au
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